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This leaþet gives you information 
about Laminate and Wood Flooring.

If you wish to install laminate or wood þooring 
you must obtain written permission from us 
prior to the work being carried out. 

Permission will usually be given 
subject to the following conditions:

Å The þooring should be laid in a professional 
manner and existing skirting boards must be 
left in place

Å It will be your responsibility to pay for any 
maintenance to the þooring

Å You will be responsible for the removal and 
reinstatement of all, or part of the þooring, 
if there is a need for us to undertake 
maintenance work under the þoor

Å At the end of your tenancy, you will have to 
arrange for the removal of the þooring and 
the making good of the existing þooring

Å Any damage to the laminate/wood þooring 
caused by water leaks/removal of ýxings or 
ýttings will not be the responsibility of Hyde 
or its contractors. You will have to claim  
off your household insurance policy so we 
advise you to check the þooring is covered  
by your policy

Please note that laminate þooring is not 
suitable for wet areas such as kitchens or 
bathrooms unless recommended by the 
manufacturer so in most cases permission for 
this will not be granted.



Noise and hard þoor surfaces

Research has shown that when a carpet is 
removed and replaced with wood or laminate 
þooring the noise your neighbour experiences 
will increase signiýcantly.

If you live in a þat, the removal of carpet 
in your home could change the noise levels 
in your downstairs neighboursô home from 
relatively quiet to unbearable. If this situation 
continues their health and well-being may 
suffer and may cause neighbour disputes.  
It may also result in legal action being taken 
against you.

To avoid disturbing your neighbour you should 
install a resilient underlay under your þooring. 
Wearing soft soled shoes, such as slippers, will 
also reduce the noise you generate.

Using a resilient underlay helps to:

Å Reduce noise transmission to your 
neighbours

Å Prolong the life of your laminate or wood þoor
Å Reduce the noise and vibration in your home
Å Allow the þoor to reduce injuries to children 

and the elderly when they fall
Å Avoid the potential for neighbour 

disagreements 

Best practice for installing laminates 
and wood þooring:

Å Lay the approved underlay
Å Lay the laminate/wood þoor so that it stops 

at least 20mm from the wall of the existing 
skirting board

Å The 20mm gap to all edges and thresholds  
to other areas is covered and ýxed ï 
normally a quadrant bead of 25mm is ýxed 
to the skirting only (this allows thermal 
movement to the þooring)

Å Pull the underlay around the edge of  
the laminate

Å Trim off any protruding underlay if necessary




